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Introduction

Vacuum Energy’s PolyGetter™ family of getters and recombiners builds on our exclusive partnership with San-
dia National Laboratories to develop new, technically advanced materials. Our materials are engineered for 
demanding client applications where operation in the atmosphere, and resistance to atmospheric gases, water, 
volatile organics and oil mists are critical. A crucial part of engineering our materials is to create safe and easy 
to handle materials that do not present risks to the end user. 
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PolyGetter™ Handling and Storage

The purpose of these guidelines is to preserve the gettering or recombining capacity of the parts as delivered. 
PolyGetters™ are chemically active agents and will react with any material present that they are designed to 
control. Consequently, any exposure to active agents before device seal must be minimized. That said, Poly-
Getters™ are not hazardous and can be stored and handled safely in air. 

PolyGetters™ should be stored before use in the unopened original packaging. After the package is opened 
unused parts should be stored in an equivalent heat sealed bag or other airtight, impermeable container. Stor-
age in a dry, inert gas atmosphere such as nitrogen or argon is ideal.  Similar storage of WIP with exposed get-
ters is strongly recommended.  

While there is a very small amount of hydrogen in normal atmosphere, this is not an issue for normal expo-
sures. However, if hydrogen is used in a facility for other processes, there have been instances where getters 
and recombiners have been harmed by a higher than normal partial pressure of hydrogen in the air. 

Operators are strongly encouraged to handle getters with gloved hands and or cleaned stainless steel tools in 
order to prevent contamination. 

Operators are strongly encouraged to wear shop or lab coats and eye protection when handling chemically ac-
tive materials like getters. Please note that VEI materials are not toxic, but we always encourage safe work-
place practices with chemically active materials of all kinds. 

Please refer to the MSDS for additional health and safety information.
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